NOTE: This draft dated 04 June 2003, prepared by the Naval Air Systems Command
(Commander, Naval Air Warfare Center Aircraft Division, Code 414200B120-3, Highway 547,
Lakehurst, NJ 08733-5100), has not been approved and is subject to modification. DO NO USE
FOR ACQUISITION PURPOSES. (Project 5940-1454)

NOTICE OF | INCH-POUND |
CANCELLATION
MS27429
NOTICE 1

31 August 2003 (PROPOSED)

MILITARY SPECIFICATION SHEET

SPLICE, CONDUCTOR, DISCONNECT, CRIMP STYLE, COPPER, INSULATED
BARREL, TYPE II, CLASS 1 FOR 105 °C TOTAL CONDUCTOR TEMPERATURE

MS27249F, dated 14 November 1986, is hereby canceled. Future acquisition for this item
should refer to SAE-AS27429, “Splice, Conductor, Disconnect, Crimp Style, Copper, Insulated
Barrel, Type II, Class 1 for 105 °C Total Conductor Temperature.”

CAUTION: The supersession information is valid as of the date of this notice and may be
superseded by subsequent revisions of the superseding document.

(Application for copies of SAE - Aerospace Standards should be addressed to SAE,
400 Commonwealth Drive, Warrendale, PA 15096-0001.)

Custodians: Preparing activity:
Army - CR Navy - AS
Navy - AS
Air Force - 11 (Project No. 5940-1454)

Review activities:
Army - AV
Navy - EC, MC, SH
Air Force - 99

AMSC N/A FSC 5940

DISTRIBUTION STATEMENT A. Approved for public release; distribution is unlimited.



